
Weigh-Tech
ED300 Standard & Simple Series

· Large (22mm height) LCD display
· Stainless steel platform
· Auto zero tracking & Auto calibration
· Built-in rechargeable battery 
· Over load protection
· Enclosed W / adjustable feet
· Removable display pod    
· Full tare function

Specifications

Model ED300-75K ED300-150K ED300-300K ED300-600K

Capacity 75 kg / 150 lb 150 kg / 300 lb 300 kg / 600 lb 600 kg / 1200 lb

Resolution 0.01 kg / 0.02 lb 0.02 kg / 0.05 lb 0.05 kg / 0.1 lb 0.1 kg / 0.2 lb

Platfrom Size 390 (W) x 530 (L) mm 600 (W) x 700 (L) mm

Power AA battery x 6 (not incluede), built-in rechargeable battery  & 220V AC adaptor

Operation Temp. -10° C ~ 40° C /  14° F ~ 104° F

Relative Humidity 0 ~ 95 % non condensing

Display LCD, 6 digits, 22mm hight,

Communication Serial interface RS232 data output  (optional)

Model ED300-150K-SP ED300-300K-SP ED300-600K-SP

Capacity 150 kg / 300 lb 300 kg / 600 lb 600 kg / 1200 lb

Resolution 0.05 kg / 0.1 lb 0.05 kg / 0.1 lb 0.1 kg / 0.2 lb

Platfrom Size 385 (W ) x 485 (L) mm 500 (W) x 600 (L) mm

Power AA battery x 6 (not incluede), built-in rechargeable battery  & 220V AC adaptor

Operation Temp. -10° C ~ 40° C /  14° F ~ 104° F

Relative Humidity 0 ~ 95 % non condensing

Display LCD, 6 digits, 22mm hight,

Communication Serial interface RS232 data output  (optional)
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